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Release Notes
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1 What’s New?

1.1 2.0.00(001)
· Initial Firmware for CRDC test
1.2 2.0.00(002)
· New Linksys GUI logo

· Change model name from WRT160N to WRT160Nv2

1.3 2.0.00(003)
· Change HNAP model name from WRT160N to WRT160Nv2

1.4 2.0.01(000)
· Support selecting language(DE, IT, NL, SW, CA, FR, PT, SP, EN) on GUI

· Firmware for ETSI(support wireless channel 12, 13)

1.5 2.0.02(000)
· Support selecting language(FR, PT, SP, EN) on GUI

· Firmware for US(CA)(support wireless from 1 ~ 11)

1.6 2.0.01(001)
· Add Danish language support

1.7 2.0.01(002)
· Change language French to French Canadian

1.8 2.0.02(002)
· Remove language French Canadian

1.9 2.0.01(003)
· Connect on demand by default for PPPoE, L2TP, and PPTP

2 Bug/Issue Summary
2.1 2.0.00(002)
2.1.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P1 
	IR-B0006995
	PPPoE: PPPoE session never times out in "Connect on Demand" mode.

	
	IR-B0006998
	PPTP: In "Connect on Demand" mode, PPTP session cannot be established by traffic after disconnected by "Disconnect" button

	
	IR-B0006947
	HNAP; WRT160Nv2(2.0.00.001): FirmwareUpload() action fail, and will cause web GUI inaccessible and make reset button doesn't work




2.2 2.0.00(004)
2.2.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P1 
	IR-B0006995
	PPPoE: PPPoE session never times out in "Connect on Demand" mode.


ODM bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	
	
	HNAP: Fail to pass “GetWanStatus” item of “TestDevice” tool


2.3 2.0.01(000)
2.3.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P2 
	IR-B0006948
	HNAP; WRT160Nv2(2.0.00.001): FirmwareDownload() action cannot download the correct .bin file

	P2 
	IR-B0006951


	HNAP; WRT160Nv2(2.0.00.001): SetWanSettings() fails to return correct value


2.4 2.0.02(000)
2.4.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P2 
	IR-B0006948
	HNAP; WRT160Nv2(2.0.00.001): FirmwareDownload() action cannot download the correct .bin file

	P2 
	IR-B0006951


	HNAP; WRT160Nv2(2.0.00.001): SetWanSettings() fails to return correct value


2.5 2.0.01(001)
2.5.1 Fixed bugs
· Synchronize language selection function with WRT610N

· Fix bug: Cisco logo is squizzed and overly compressed in the help pages

· Fix bug: Some help pages are missing in the french, german, spanish, italian and swedish language packs

2.6 2.0.02(001)
2.6.1 Fixed bugs
· Synchronize language selection function with WRT610N

· Fix bug: Cisco logo is squizzed and overly compressed in the help pages

· Fix bug: Some help pages are missing in the french, german, spanish, italian and swedish language packs

2.7 2.0.01(006)
2.7.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P1 
	IR-B0007993
	WRT160Nv2, Setupwinzard 4.9.8180.0[LASFP-290]:When select a language in setupwinzard, it didn't send GetDeviceSettings2/SetDeviceSettings2 packets to set the language in GUI.

	
	IR-B0007990
	HNAP; WRT160Nv2(2.0.01_002 ETSI): doesn't support multi-language

	P2
	IR-B0007989
	HNAP; WRT160Nv2(2.0.01_002 ETSI & 2.0.02_002 US): the VenderName field is wrong


2.8 2.0.02(005)
2.8.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P2 
	IR-B0007989
	HNAP; WRT160Nv2(2.0.01_002 ETSI & 2.0.02_002 US): the VenderName field is wrong

	
	IR-B0007992
	HNAP; WRT160Nv2(2.0.02_002 US): doesn't support multi-language


2.9 2.0.01(007)
2.9.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P2 
	IR-B0008115
	HNAP; Two return values in SupportedLocales[] is not correct. f/w returns "sp" for Spanish and "sw" for Swedish, which should be "es" and "sv". So for Spain it should return "es-es", and "sv-se" for Sweden.


2.10 2.0.02(006)
2.10.1 Fixed bugs
· Fix bug: MAC clone function doesn’t work

2.11 2.0.02(007)
2.11.1 Fixed bugs
· Fix bug: Router will sometimes fail to get Internet IP address while running Setup Wizard with DHCP WAN connection type.

2.12 2.0.02(008)
2.12.1 Fixed bugs
· Fix bug: GUI will not show correct Internet MAC address if MAC clone function is enabled.
2.13 2.0.01(008)
2.13.1 Fixed bugs
· Fix some CD-Router failed items
	Id
	Module
	Name
	Synopsis

	
	
	
	

	28
	pptp-c
	cdrouter_pptp_30
	PPTP client initiates new call after a PPTP Call-Disconnect-Notify

	29
	pptp-c
	cdrouter_pptp_50
	PPTP PPP client replies to LCP Echo Requests

	30
	pptp-c
	cdrouter_pptp_200
	PPTP/PPP restarts if PPP authentication fails

	31
	pptp-c
	cdrouter_pptp_210
	PPTP/PPP can recover if LCP renegotiation is attempted


 
2.14 2.0.01(009)
2.14.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P2 
	IR-B0008227
	Wireless function: Cannot pass authentication through radius.

	P1
	IR-B0008354
	DUT will crash after running BT(BitTorrent) to download files for less than 12 hours.


2.15 2.0.01(010)
2.15.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P1
	IR-B0008354
	DUT will crash after running BT(BitTorrent) to download files for less than 12 hours.


2.16 2.0.01(011)
2.16.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P1
	IR-B0008391
	DUT's wireless security doesn't work after set by setupwinzard(static, pppoe - connect on demand mode).
It will work fine after reboot the DUT.


2.17 2.0.01(012)
2.17.1 Fixed bugs
CRDC bug list:

	Priority

(or Severity)
	Bug ID
	Bug Headline

	P1
	IR-B0008526
	LELA: After setting a computer as "Intruder" in LELA, all other connected computers will diconnect from router for around 10 senconds.


2.18 2.0.02(013)
2.18.1 Fixed bugs
· Fix bug: DNS vulnerable
· Fix bug: WPS and Vista connect issue
2.19 2.0.02(014)
2.19.1 Fixed bugs
· Modify PPP Hash Function
· Fix bug: WPS and Vista connect issue
· Modify WEP/Radius GUI

3 Location of the Release and Related Documents
CyberTAN

4 Getting Started

4.1 Console Settings
8-bit characters, no parity, 1 stop bit, no hardware flow control, no software flow control

4.2 Useful Console Commands

ls: List directory contens

ps: Report a snapshot of the current processes

ifconfig: Configure a network interface

rc restart: Restart all the firmware services

reboot: Reboot the device

4.3 Web GUI Access

Web GUI default URL: http://192.168.1.1
Web GUI username: admin

Web GUI password: admin

Hidden pages:

1. http://192.168.1.1/SysInfo.htm
2. http://192.168.1.1/SysInfo1.htm
4.4 FW Upgrade via Utility
Use TFTP client tool to upgrade the firmware in case DUT fail to start up

4.5 Test via Utility

None

4.6 Configuration for new features

Please restore all setting to defaults before starting the test

5 Contact
Michal.hsieh@cybertan.com.tw
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